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SAHYADRI (SECO) make Earth Fault Relay is designed with Microcontroller based advanced
technology to measure the fault current between the Earth and Phase along with neutral, Site
selectable secondary current of 1A or 5A. When the earth fault current is more than the set value,
the output relay operates as per the set time delay. The output relay contacts are used for Tripping.
The output relays are self-resettable and Indications are Hand Resettable. This unit is used in LT

power distribution panels & Motor protection panels.

FEATURES:-

» Microcontroller based design

» Wide setting range

» Trip Test facility

» Setting through Dip switches

» Fault & Trip indications by LED

» 2 sets of output contacts

» 96 Sq. mm front Facia

» Low depth

» Suitable for Flush mounting & Projection mounting

» Poly carbonate front cover for protection

TECHNICAL SPECIFICATIONS:-

» Aux. supply: 110/ 230V AC 50 hz

» Rated Current: Site selectable 1A or 5A

» Current Setting: 10 to 80% insteps of 10%

» Operating time setting: Inst. & 0.1 to 1.5 Sec. insteps of 0.1 Sec.
» Accuracy Operating value: +/- 5%

» Accuracy Operating Time: +/- 3%

» Output contacts: 2 sets of change over contacts (NC-C-NO)
» Contact Rating: 10A@24V DC or 230V AC

» Indications: Healthy, Faulty, Trip indication

» Burden on Aux. supply: < 10w

» Front Facia: 96 x 96mm

» Panel Cutout: 92 x 92 mm

» Depth: 45mm

STANDARD COMPLIANCE
» Accuracy : IEC 60255-3
» Insulation: IEC 60255-5
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RATED CURRENT | 1A/ 5A, 50Hz.
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